
TECHNICAL DATA SHEET 
 

Orapi Applied (S) Pte Ltd       TDS 913 / 001 – 25/07/2017  1/2 

No 26 Tuas Avenue 13 Singapore 638992  
Tel: +65 6265 2888 
Fax: +65 6268 6474  
Inquiries: sin.sales@orapi.com.sg 
Web Site: www.orapi.com 

 

The ORAPI Group designs, manufactures and markets “ Highly Technical 
Solutions” for Maintenance Repair and overhaul of machines and equipments. 
The Group is present in over 100 countries with 32 subsidiaries and an 
international network of import-distributors.  The Group operates 7 
manufacturing plants and 4 laboratories of R&D. ORAPI is certified ISO 9001 
and ISO 14001.  

 

 

 
 

 

 

 POWER TAPE 

 

Self-Amalgamating Rubber Tape  
 

 

 

 

DEFINITION 
 
POWER TAPE is a self-amalgamating insulating tape designed to permanently fuse together when 
stretched and wrapped around an object. 
 
POWER TAPE is manufactured from new technology rubber and forms an insulative and weather resistant 
sheath to protect from moisture ingress and electrical discharge. 

 
APPLICATIONS 

 
Ideal for: 

 Binding cables 

 Sealing external cable ducts 

 Repairing automotive radiator hoses 
 

Can be also used for: 

 Replacing handle grips on sports rackets 

 Covering metal tools 

 Used around painted bodywork on automotive 

 Production lines to prevent paint damage from dropped tools 
 
 
 
 
 
 
 
 
 
 
 
 

PRODUCT BENEFITS 
 

 Resists most fuels, chemicals and atmospheric conditions 

 Resists temperatures from: -60C to +120C 

 Resists high electrical current 
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APPROVALS 

 
Conforms to: UTE C 33-011 and HN 25-S-0 (French Nuclear Power) 
 
 

DIRECTIONS FOR USE 

 
 
 
 
 

 
 
 
 

 

PACKAGING 
 
Roll Ref. O 913 L4 x 1 
 
 

WARRANTY 
 
The information contained herein is presented without guarantee or warranty and the Seller disclaims any liability incurred from the use 
thereof.  Nothing contained herein is to be construed as a recommendation for any use in a commercial process not controlled by the 
Seller, nor for a use which is in violation of any existing patent, foreign or domestic, or of applicable laws and regulations.  THE 
SELLER MARKS NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES 
OR MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, EXCEPT AS EXPRESSLY STATED IN SELLER’S SALES 
CONTRACT OR SALES ACKNOWLEDGEMENT FORM. 
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